Doantrnidifiar
Dontjlacn 90000

Desiccant dehumidifier for drying of air at all
conditions, but specially suitable for low tem-
perature and low humidity operation.

Complete self-contained unit including des-
iccant rotor, fans, filters, electrical reactivation
heater, and controls. Options: steam or gas
reactivation heater, left hand service side.

The unit is ready for connection to standard
size duct works, electrical (steam or gas)
power supply and external humidity sensor.
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Dantnidifiar Danul=acn 9000

TECHNIéAL DATA: Electrical Power supply 54,2 kW
Electrical tivation, (3x400 V, 50 H
Dehumidification capacity 39 kg/h g 2)

(at +20°C and 60% RH.

See capacity diagram for other data) S e T Tl Ll

Steam/gas reactivation

Dry air flow 6000 m¥h ;
(at 440 Pa available external pressure) Weight 900 kg
Wet air flow 1700 m3/h Max noise level 73 dB(A)

(at 325 Pa available external pressure)
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EXAMPLE:
Process air: x;, = 9,0 g/kg, t, = +20°C giving
Dry air: x; = 3,5 g/kg, t; = 20+17,4 = 37,4°C
DIMENSIONS VEHUFE 2315 / Regluft 9315 /
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Torriuft @630 /
Ory air 2630

Processluft @630
Pracess air 630

Manufacturer: Distributor:

DehuTech Ag‘.
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